
Contact––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

Material and Finish

Model No.

mm2 AWG #
Insulation O.D.

(mm)

Applicable wire

Pin contact Socket contact

SYM-001T-P0.6 SYF-001T-P0.6 0.08 to 0.33 28 to 22 1.2 to 1.8

 Phosphor bronze, tin-plated (reflow treatment)

Q´ty / reel

8,500 7,500

Pin 
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Socket 
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Pin contact Socket contact
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Housing –––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

Circuits
Model No.

Receptacle housing Plug housing

2
SYR-02T

SYR-02TV

SYP-02T-1

SYP-02TV-1

Q´ty / bag

1,000

1,000

PA 66, UL94V-2, red

PA 66, UL94V-0, white (natural)
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133.2

4.3

Receptacle housing
(for pin contact)

Plug housing 
(for socket contact)

Assembly layout–––––––––––––––––––––

23.3

4

RoHS compliance SYF-001T-P0.6 displays (LF)(SN) on a label.
Note: Contact JST for brass products.

RoHS compliance

Crimping machine, Applicator –––––––––

Note: *Strip-crimp applicator

SYM-001T-P0.6

SYF-001T-P0.6

MKS-L, MSK-LS

*MKS-SC

MKS-L

–

Contact Crimping
machine Crimp applicator with dies

AP-K2N

MK/SYM-001-06

SC/SYM-001-06

MK/SYF-001-06

–

Crimp applicator Dies

APLMK SYM001-06

APLSC SYM001-06

APLMK SYF001-06

–

Applicator


